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CONFIADO COMO SECRETO INDUSTRIAL . NOS RESERVAMOS TODOS LOS DERECHOS   

PROPRIETARY DATA , COMPANY CONFIDENTIAL . ALL RIGHTS RESERVED 
Weitergabe  sowie  Vervielfaeltigung  dieser  Unterlage , Ver- 
wertung und Mitteilung ihres Inhalts nicht gestattet , soweit
nicht  ausdruecklich  zugestanden .  Zuwiderhandlungen  ver-   
pflichten zu Schadensersatz . Alle Rechte vorbehalten , insbe-
sondere fuer den Fall der Patenterteilung oder GM-Eintragung .

Chromasens GmbH
Max-Stromeyerstr.116
GER    78467 Konstanz
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BOM_CP000590-X

Datum: 05.10.2018
Name: Wohlgemuth
Gepr.: allPIXA evo 15K

02 ECO_190016 08.01.2018 PSlg  CP000590-15K Blatt
Zust Mitteilung Datum Name

CM060-B610-V15-C 1 /1

Rev. Feld Änderungsbeschreibung

02 E5 Länge 80 / 82.5 um 1mm mehr geändert

Video-Control
xGE (2x)
Port 0

Status LED

I/O Interface

Service
USB

1) Photosensitive Surface of Sensor:
17,0mm (optical, with sensor glas elongation)
16,63mm (mechanical), 
-> 3D-Model geometry is in considreation of the optical path.
 
Positioning and Tolerances according to User Manual
 

Center of Lens Mount
Y-Y

1)
Photosensitive Surface 
of CMOS-Sensor

Power

Video-Control
xGE (2x)
Port 1


	Blatt 1
	Ansichten
	new_view_12
	links_13
	links_14
	new_view_15
	new_view_16
	oben_23
	rechts_24



